
 

      
 

 

 

 

 

 

 
NIKA-LUBE   

ROPE PERFORMANCE LUBRICANT 

 

 

 

 

 

 

 

 

 

NIKA-LUBE is a special lubricant, used to improve the abrasion performance of synthetic fiber ropes. The 

main benefit of this product is the enhanced abrasion resistance both in yarn/yarn and yarn/metal 

surface friction.  

 

 

 

 

 



 

Application instructions 

 Carefully insert the NIKA-LUBE into the Spray Can delivered with the product (20lt plastic bottle). The NIKA-

LUBE product is already diluted in water (there is no need for further addition of water) and is ready for 

application. 

 NIKA-LUBE can be applied in any fiber rope surface that is intended to be used in high abrasion conditions. The 

coefficient of friction will be decreased and thus the resistance to abrasion will be more effective.  

 Turn the nozzle clockwise in order to spread the NIKA-LUBE more effectively on 

the rope surface. The distance of spray should be approximately 20cm from the 

rope surface. 

 

 

 

   

       

  

 

  
 

 

 

 

 

 

 

 

 

 

 

                                                                                                                                          

                                                                                                                                                       

FIRE-FIGHTING MEASURES: Keep away from sources of ignition. No smoking. 

HAZARDS IDENTIFICATION: At the event of eye contact, rinse immediately with plenty of water. 

 

DISCLAIMER 

Katradis Marine Ropes Industry S.A., to the best of its knowledge, uses reasonable efforts to include accurate and up-to date 

information on this manual; it does not, however, make any warranties or representations, either express or implied, as to its 

accuracy or completeness. All material and information provided on this instruction manual are provided “as is”  without warranty of 

any kind, either express or implied, including warranties of merchantability, fitness for a particular purpose, commercial viability, 

title or non – infringement.  

Katradis Marine Ropes Industry S.A. and its affiliates assume no liability or responsibility for any errors or omissions in the content of 

this manual.  Under no circumstances and under no legal theory shall Katradis Marine Ropes Industry S.A., its affiliates, its suppliers, 

or any other party involved in creating, producing, or delivering this instruction manual’s contents be liable to the users for any 

indirect, direct, special, incidental, or consequential damages arising from any cause whatsoever.    

For each mooring operation, repeat 

the same procedure of application in 

order to have good performance.

The product can also be applied on the NIKA-Protectors. Before placing the NIKA-Protector in the final position 
on the chock,  spray along each  side; about 5-8 sprays  on  each  side (upside  and  downside) will be  able to 
lubricate the surface of the NIKA-Protector. It is also advised to spray the inside of the Nika-Protector as well. 
Some spraying on the metal surfaces (i.e. chocks) can also be beneficiary.


